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METAL DETECTOR 
AD-4976

INSPECTION SIMPLIFIED

• Mulltiple frequencies. Oxygen Absorb-
er application is available as an option.

• Industrial design.  IP66.  Rugged full 
stainless enclosure structure with 
angled surface.

• Sensor head, conveyor, and frame unit 
are separately available.

• Sensor head is available in 90 degrees 
rotated position for tall products.
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AD-4976-3510 AD-4976-3517

Aperture size:
350mm(W) x 100mm (H)

(Pass height 80mm)

Aperture size:
350mm(W) x 170mm (H)

(Pass height 150mm)

AD-4976 Series Specifications

Model AD-4976-3510 AD-4976-3517
Aperture size 350(W)x100(H)mm 350(W)x170(H)mm
Pass height Maximum 80mm Maximum 150mm
Conveyor speed
Carrying capacity
Number of recorded item

Communication interface

Dust / water resistance specifications
Material
Diameter of conveyor rollers
External input
External output

30mm
Non - voltage contact input 4 points

6 ( 2 for the maximum 240V, and the 4 for the maximum 60V)

10 to 50m/min
5kg(～30m/min) 3kg(30～50m/min)

1000 items including product data and image

IP66
SUS304

Ethernet LAN : Modbus TCP / TCP / IP(PostScript printer) RS-485 / 
232C : Modbus RTU  / Serial communication  
USB : USB memory ( for history storage, image import use)
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