




EM-30KAM EM-60KAM EM-60KAL EM-150KAL EM-300KAX

Weighing capacity 30 kg 60 kg 150 kg 300 kg

Minimum weighing value (Selectable)

10 g* 20 g* 50 g* 100 g

5 g 10 g 20 g 50 g

2 g 5 g 10 g 20 g

Counting mode
Maximum count 30,000 pcs

Minimum unit weight 1 g 2 g 5 g 10 g

Repeatability (Standard deviation) 5 g 10 g 20 g 50 g

Linearity ±10 g ±20 g ±50 g ±100 g

Sensitivity drift ±0.01% / ºC (5 ºC to 35 ºC)

Display 7-segment LCD with backlight (Character height: 26 mm)

Display refresh rate Approximately 10 times per second

Operating conditions -10 ºC to 40 ºC, 85%R.H. or less (no condensation)

Power supply AC adapter or rechargeable battery

Battery operation Approximately 200 hours with backlight off

Weighing pan size 300 x 350 mm 400 x 500 mm 500 x 600 mm

Dimensions 300 x 560 x 450 mm 400 x 710 x 750 mm 500 x 710 x 870 mm

Net weight Approx. 4 kg Approx. 7 kg Approx. 9.5 kg Approx. 17 kg

Calibration weight 30 kg 60 kg 150 kg 300 kg

* Factory setting




